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Pilot Lights – With Lamp Test Terminals 
 

Specifications 

Hole Diameter: Ø 22mm 

Working Environment Temperature: -25°C - 55°C 

Standard Rating: IEC60947-7-1 

Rated Insulation Voltage: 660V 

Rated Operational Current: <20mA 

Luminance: 100cd/m2 

Insulation Resistance: 10mΩ 

IP Protection Degree - Front Face: IP65 (IEC60529) with Rubber Seal Supplied 

IP Protection Degree - Rear Face: IP2X (IEC60529) 

Service Life: 30,000 hours 

VA Rating: 24VAC/DC - 0.48VA 
220VAC/DC – 4.4VA 
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Product Details 

Part No. Colour Description 

PL22-GN24V-TD Green Pilot light LED 24V AC/DC - Green - With Test Terminal 

PL22-RD24V-TD Red Pilot light LED 24V AC/DC - Red - With Test Terminal 

PL22-BL24V-TD Blue Pilot light LED 24V AC/DC - Blue - With Test Terminal 

PL22-YW24V-TD Amber Pilot light LED 24V AC/DC - Amber - With Test Terminal 

PL22-WH24V-TD White Pilot light LED 24V AC/DC - White - With Test Terminal 
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Product Dimensions Wiring Diagram 
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