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ODN Series Residual Current Circuit Breakers with Overcurrent Protection

General Information

Brand: Westinghouse @ Wesrlnghﬂuse

Products type: The ODN1S range of Residual Current Circuit Breakers with
Overcurrent Protection (RCBOs) protect circuits from overload, short circuit
and earth leakage faults faults.

Suitable For: With a 6kA breaking capacity the DNS range is ideally suited to
applications in small to medium sized commercial and industrial buildings
such as offices, warehouses and shopping centres.

Dimensions:

92mm High x 77mm Deep x 18mm Wide per pole

Specifications

Technical Characteristic ‘ Value

Rated Current 6A, 10A, 16A, 20A, 25A & 32A
Poles 1P+N

Overload Tripping Characteristic C Curve

Residual Tripping Current 30mA

Residual Tripping Characteristics Type A =]

Short Circuit Breaking Capacity len | BkA

Residual Making Capacity lam BkA

Standards AS/NZS 61009.1
Rated Voltage 240 VAC

Rated Frequency 50/60Hz
Energy Limiting Class 3

Mechanical Endurance 10000 cycles
Electrical Endurance 2000 cycles
I
Connection Torque: 2.5Nm
Operating Temp: -5°C to +55°C
Mounting: DIN rail or chassis
IP Rating IP20

Weight 250g
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Product Datasheet

Part Numbers

C Curve RCBOs

eltech€>

Current Rating ‘ Part Number SKU
BA ODNICOB630AS We08176
10A ODNIC1030AS W6e08177
16A ODNIC1630AS W608178
20A ODN1C2030AS W608179
25A ODNIC2530AS W608180
32A ODN1C3230AS W608181
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