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HC Series MCCBs K Frame 

General Information 

Brand:  Westinghouse 

Products type:  The HC Series range of moulded case circuit breakers protect circuits 
from overload and short circuit faults. 

Suitable For:  K Frame MCCBs are typically used in medium and large main switchboards.  
They can be used as Service Protection Devices on small Main Switchboards, or as 
feeders in larger switchboards.  Breakers with electronic trip units can be used in 
coordinated systems where an accurate setting of the protection is required. 

 

 

Specifications 

Technical Characteristic Value 

Rated Current 400A, 630A 

Poles 3P 

Tripping Characteristic Electronic 

Short Circuit Breaking Capacity Icu 50kA 

Standards AS/NZS 60947.2 

Rated Voltage 415 VAC 

Rated Frequency 50 / 60 Hz 

Rated Insulation Voltage Ui 1000V 

Rated Impulse Withstand  
Voltage Uimp 

12kV 

Mechanical Endurance 8000 cycles 

Electrical Endurance 2000 cycles for 400A, 1000 Cycles for 630A 

Cable Size  120 – 240mm2 

Main Termination Tightening Torque 16.5Nm 

Weight 4.3kg 

 

Part Numbers 

Current Rating Protection Breaking Capacity Icu Part Number SKU 

400A Electronic 50kA KH3400E W607420 

630A Electronic 50kA KH3630E W607424 
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Dimensions 

  

 

 

 


