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HC Series MCCBs K Frame

General Information

Brand: Westinghouse @ Westinghouse

Products type: The HC Series range of moulded case circuit breakers protect circuits
from overload and short circuit faults.

Suitable For: K Frame MCCBs are typically used in medium and large main switchboards.
They can be used as Service Protection Devices on small Main Switchboards, or as
feeders in larger switchboards. Breakers with thermal magnetic trip units are used in
basic and general purpose applications.

Specifications

Technical Characteristic Value

Rated Current 400A, 630A

Poles 3P

Tripping Characteristic Adjustable thermal & magnetic

Short Circuit Breaking Capacity lcu 50kA

Standards AS/NZS 60947.2
Rated Voltage 415 VAC
Rated Frequency 50/60Hz
Rated Insulation Voltage U; 1000V
\F;glttzdg'lamupi)::se Withstand 19kV
Mechanical Endurance 8000 cycles
Electrical Endurance 2000 cycles for 400A, 1000 Cycles for 630A
Cable Size 120 - 240mm?
Main Termination Tightening Torque 16.5Nm
Weight 4.3kg
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Part Numbers

Current Rating Protection Breaking Capacity lcy Part Number
400A Thermal Magnetic 50kA KH3400TM W612098
630A Thermal Magnetic 50kA KH3630TM W612123
Accessory Description ‘ Part Number SKU
Extended Rotary Handle WRHMK We612273
Auxiliary Contact WKAUX W612202
24VDC Shunt Trip WKSHT24 W612206
240VAC Shunt Trip WKSHT240 W612209
Dimensions 113
108.8
97,3
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